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NAVFAC | GS- 02741 ( SEPTEMBER 2002)
Super cedes | GS-02741 (05/02)
Preparing Activity: LANTNAVFACENGCOM Based on UFGS-02741N

| TALI AN GUI DE SPECI FI CATI ONS

Use for | TALI AN projects only
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SECTI ON 02741

Bl TUM NOUS CONCRETE PAVEMENT
09/ 02

EE R R R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: This guide specification is issued by the
Atlantic Division, Naval Facilities Engineering
Command for regional use in Italy.

EE R R R R R R R R R R R R R R R R R R R R R R R R R O O R

EE R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: This gui de specification covers the
requirenents for asphaltic concrete paving for
vehicular traffic and should not be used for
airfield paving.

EE R R R R R R R R R R R R R R R R R R R R R R R R R O R

EE R R R R R R R R R R R R R R R R R R R R R R R O O R

NOTE: The designer shall verify that the
application of the regional and |ocal specification
is indeed appropriate for the facility being
designed or constructed. The follow ng information
shal | be shown on the project draw ngs:

1. Plan with dinensions of the various types of
pavi ng.

2. Typical cross sections indicating dinensions of
conponents of various types of paving, shoul ders,
and ditches, if any.

3. Joints between new and exi sting paving and
bet ween di fferent types of paving.

4. Alongitudinal profile of paving. Transverse
profile will be shown in typical cross section

EE R R R R R R R R R E R R R R R R REEEERE R EEEE R R R R R R R R

EE R R R R R R R R R R R R R R R R R R R R R R R R R O R

Conmment s and suggestion on this specification are
wel cone and should be directed to the technica
proponent of the specification. A listing of the
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PART 1

1

techni cal proponents, including their organization

designation and tel ephone nunber, is on the Internet.
Use of electronic comunication is encouraged.
Brackets are used in the text to indicate designer

choi ces or locations where text nust be supplied by
t he desi gner.

EE R R R R R R R R R R R R R R R R R R R R R I R

GENERAL

1 REFERENCES

The publications listed below forma part of this specification to the

extent referenced. The publications are referred to within the text

basi ¢ designation only.

AUTOSTRADE (HI GHWAY) - CONCESSI ON AND CONSTRUCTI ON OF HI GHWAYS

(CCH)

(1992) Technical Specifications

NATI ONAL RESEARCH COUNCI L ( CNR)

EE R R R I I I R I R I R I O I R I R R I R I R R R O

EE R R R I I I R I R I R I O I R I R R I R I R R R O

CNR BU 30

CNR BU 38

CNR BU 39

NOTE: The C. N.R (National Research Council) is
an organi zation that issues technical standards,
norns, and technical specifications, together with
certifications, tests, and crediting for Public
Admi nistrations at their request. The C. N R also
provi des for the conpilation of norns for the
acceptance, testing and unification of nmaterials,

i nstrucnents, equi pnent, machi nnery and vari ous
accessories for scientific and technical use,
execution of norns, testing and protection of
systens and constrruction. C N R norns are
available only in the Italian |anguage. "B.U" is
the abbreviation for "Oficial Bulletin."

(1973) Determ nation of stability and fl ow
for m xtures of mneral aggregates and
bi tum nous naterial using Marshal

equi pnent

(1973) Determ nation and bitunen content
for m xtures of mneral aggregates and

bi t unen

(1973) Determ nation of void percentage
for m xtures of mneral aggregates and

bi tum nous materi al
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CNR BU 65 (1978) Determ nation of percentage of
voids in aggregate - Index of voids

CNR BU n. 68 (1978) Acceptance Criteria for Bitunen
used in Road Constructions - M ninmum
Property Requirenents for Acceptance

CNR BU 76 (1980) Determ nation of the apparent
specific gravity of conpacted m nera
aggregat e

CNR BU n. 81 (1980) Acceptance Criteria for Bitunen

used in Road Constructions - M ninum
Property Requirenents for Acceptance

CNR BU n. 139 (1992) Acceptance Criteria for Aggregates
Used for Road Constructions

| TALI AN/ EUROPEAN HARMONI ZATI ON STANDARDS (UNI EN) (UNI ENV)

UNI EN 1317-1 Road restraint systems - Term nol ogy and
general criteria for test nethods

UNI EN 1317-2 Road restraint systems - Perforance
cl asses, inpact test acceptance criteria
and test nethods for safety barriers

UNI EN 1436 Road marking naterials - Road noarking
performance for road users

UNI EN 1824 Road marking naterials - Road trials

UNI ENV 13459-2 Road marking materials - Quality control -

Qui delines for preparing quality plans for
mat eri al s application

UNI ENV 13459-3 Road marking materials - Quality control -
Performance in use

| TALI AN LAWS AND NORMB (D. M) (LAW (CI RC.)

EE R R R I I I R I R I R I O I R I R R I R I R R R O

NOTE: Italian |laws and nornmatives are the

| egi sl ative regul ati ons and decrees issued by the
Italian governnment in the formof |aws, norns,
decrees, circulars, and letters. These Laws and
Decrees concur together with Nornms and Standards
in formng the governing directives for
construction.

EE R R R I I I R I R I R I O I R I R R I R I R R R O

D.L. n. 285 30/ 04/ 1992. New Road, Street and H ghway
Code
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1.

D.L. 360 10/ 9/ 1993. Revision of and Additi onal
Provisions to the Street Code Regul ati on,
approved with D.L. 30/04/1992, n. 285

D.P.R 495 16/ 12/1992. Regul ation for Putting into
Ef fectthe New Road, Street and H ghway
Regul ati ons

2 SUBM TTALS

EE R R R R R R R R EEEEEREEEEEEEREEEREEEREEEEEEEREEEREEEEEEEEE SRR SRR SRS SRR EEEEEREE SRR

NOTE: Subnmittals nmust be limted to those
necessary for adequate quality control. The

i mportance of an itemin the project should be one
of the primary factors in deternmining if a submttal
for the itemis required.

A "G following a subnmittal itemindicates that the
submittal requires Governnent approval. Sone
submittals are already marked with a "G'. Only
delete an existing "G' if the subnittal itemis not
conpl ex and can be reviewed through the Contractor's
Quality Control system Only add a "G' if the
submittal is sufficiently inportant or conplex in
context of the project.

For submittals requiring Governnent approval on Arny
projects, a code of up to three characters within
the subnmittal tags nay be used following the "G
designation to indicate the approving authority.
Recommended codes for Arny projects are "RE" for
Resi dent Engi neer approval, "ED' for Engi neering
approval, and "AE" for Architect-Engi neer approval.
Codes following the "G' typically are not used for
Navy projects.

Submittal itens not designated with a "G' are
considered as being for information only for Arny

projects and for Contractor Quality Control approval
for Navy projects.

EE R R R R R R R R R R R R R R R R R R R R R R R R I O R

Submit the following in accordance with Section 01330, "Submttal
Procedures."

SD- 03 Product Data
Striping
Traffic signs

SD- 04 Sanpl es
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Unconpact ed mi x
Pavenent cores

SD- 06 Test Reports
Trial batch reports
M x design
Asphalt concrete
Density
Thi ckness
Strai ght edge test

Submit reports for testing specified under paragraph entitled
"Field Quality Control.'

SD-07 Certificates

Asphalt m x delivery record
Asphalt concrete and material sources

bt ai n approval of the Contracting Officer for nmaterials and
mat eri al sources 2 days prior to the use of such material in the
wor K.

Cur bs

Quard (Guide) rails
Medi an barriers
Traffic signs

Submit certificates, signed by the producer, that paving naterials
and incidental construction itens conformto specification
requirenents.

1.3 QUALI TY ASSURANCE

EE R R R R R R R R R R R R R R R R R R R R R I R R R O R

NOTE: |Insert abbreviation for the regional highway
departnent docunent referenced above.

EE R R R R R R R R R E R R R R R REEERERE R EEEE R R E R R R R R

EE R R R R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: Use words in brackets or fill in blanks with
correct termnology fromthe referenced regiona

hi ghway departnment docunent to identify specific
portions of the referenced regi onal highway
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departnent docunent.

EE R R R R R R R R R R R R R R R R R R R R R O R

1.3.1 Regul at ory Requirenents

Provide work and materials in accordance with applicable requirenents of
D.P.R 495. Materials shall also conply with CNR BU n. 139.

1.3.2 Modi fi cati on of References

Where term"Director of Work" is used in CCH it shall be construed to nean
[Contracting Oficer] [Contractor's Quality Control representative].

1.3.3 M x Delivery Record Data

Record and submit the following information to each |oad of mx delivered
to the job site. Submit within one day after delivery on
Gover nnent - f ur ni shed f or ns:

a. Truck No:

b. Tine In:

c. Tinme Qut:

d. Tonnage and Di scharge Tenper at ure:

e. Mx Type:

f. Location:

g. Stations Placed:

1.3. 4 Trial Batch

Submit current bitum nous design reports for all mx types proposed for use
on the project.

1.3.5 M x Design
Submit results of |aboratory tests perfornmed on each m x design. Testing
shal | have been acconplished not nore than one year prior to date of
mat eri al placenent.

PART 2 PRODUCTS

2.1  SOURCE MANUFACTURERS

2.1.1 Striping Paint

The foll owi ng nanufacturers provide striping paint nmaterials which conply
wi th these specifications:

MaxMeyer.D S. p. A
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20161 M| ano

Italia

Via Conmmsina, 121

Casel |l a Postal e 1139-20100 M | ano
Tel : 02-6404.1

Fax: 02-64042363

Paul i n
S. Lucia - Seren del Grappa (Belluno)
C.P. n 73

32032 FELTRE (Bel | uno)
Tel : 0439/ 44241
Fax: 0439/ 448028

2.1.2 Traffic Signs

The foll owi ng nanufacturers provide roadway traffic signs which conply with
t hese specifications:

S I.SAS s.r.l.

Via Sputnik, 8 - 06074 Ellera Scalo
Corciano - Perugia - ltalia

Tel : 075/5171451

Fax: 0755170170

S .CAE SpA

Via Al essandro Volta,

6- 20090 Segrate (Ml ano), Italia
Tel : 02-26930.1

Fax: 02-26930. 310

2.1 ASPHALT CONCRETE

Provi de asphalt concrete in accordance with the applicable requirenents
descri bed in CCH Techni cal Specifications.

2.2 SUBBASE

EE R R R R R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: Sel ect one of the options below. Be certain
that term nol ogy used in these paragraphs is
identical to that used on drawi ngs for sane item

EE R R R R R R R R R E R R R R R R R R R R E R R R R R R O R

[Materials for construction of the subbase shall be in accordance with CCH
Part 1.] [Materials for construction of the subbase shall be in accordance
with Section 02721, "[Base Course For Rigid][ And Subbase Course For

Fl exi bl e] Paving".] [The subbase course aggregate di nensions shall not be
larger than [71 mmM[____mm and shall be in accordance with CCH Part 1

i nstructions.]

2.3 BASE COURSE

EE R R R R R R R R R R R R R R R R R R R R R R R R O O R
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NOTE: Sel ect one of the options below. Be certain
that term nol ogy used in these paragraphs is
identical to that used on drawi ngs for sane item

EE R R R R R R R R R R R R R E R R R R R R R R R R R R I R

Materials shall also conply with CNR BU n. 139. [Materials for
construction of the base course shall be in accordance with CCH Part 1
Article 2.] [Materials for constrution of the base course shall be in
accordance with Section 02722, "G aded Crushed Aggregate Base Course For

Fl exi bl e Pavenent".] [The base course shall consist of aggregate processed,
deposited, spread, and conpacted on a prepared surface. Aggregate weight

| oss cal culated in accordance with Los Angel es Method shall be | ess than or
equal to [25 percent][___ percent].]

2.4 SURFACE COURSE

EE R R R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: Be certain that term nol ogy used in these
paragraphs is identical to that used on draw ngs for
sane item

EE R R R R R R R R R R R R R R R R R R R R R R R R R O O R

Materials for construction of the surface course shall be in accordance
with CCH Part 1, Art. 2. Materials shall also conmply with CNR BU n. 139

2.5 STRI PI NG

EE R R R R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: Select the first option when the referenced
regi onal hi ghway departnent docunent includes paint
and striping. Select the second option when the

ref erenced regional hi ghway departnment docunent does
not include paint and striping.

EE R R R R R R R R R R R R R R R R R R R R R R R O R

EE R R R R R R R R R R R R R R R R R R R R R R I R R R O R

NOTE: Be certain that term nol ogy used in these
paragraphs is identical to that used on draw ngs for
sane item

EE R R R R R R R R R R R R R R R R R R R R R R O R

Materials for paint striping shall be in accordance with UNI EN 1824 AND
UNI EN 1436.

[Paint shall conformto D.P.R 495.]

[2.6 CURBS [ AND GUTTERS]

EE R R R R R R R R R E R R R R R R REEEERE R EEEE R R R R R R R R

NOTE: Select the first option when the referenced
regi onal hi ghway departnent docunent includes
materials for curbs and gutters. Select the second
option when the referenced regional hi ghway
departnent docunment does not include concrete
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materials for curbs and gutters and include Section
03300, "Cast-1n-Place Concrete" in the project
specification, as appropriate.

EE R R R R R R R R R R R R R E R R R R R R R R R R R R I R

EE R R R R R R R R R R R R R R R R I R R R R I R

NOTE: Be certain that term nol ogy used in these

paragraphs is identical to that used on draw ngs for
sane item

EE R R R R R R R R R R R R R R R R R R R R R R R R O R

Materials for construction of curbs [and gutters] shall be in accordance
with CCH Part 1, Art. 16.

[Concrete is specified in Section 03300, "Cast-1n-Place Concrete."]

]2.7 GUARD (GUIDE) RAILS

EE R R R R R R R R R R R R R R R R R R R R R R R I

NOTE: Be certain that term nol ogy used in these

paragraphs is identical to that used on draw ngs for
sane item

EE R R R R R R R R R R R R R R R R R R R R R R O R

Materials for construction of the guard (guide) rails shall be in
accordance with D.P.R 495. GQuard (Guide) Rails shall also comply with the
requirenents specified in UNI EN 1317-1 and UNI EN 1317-2.

2.8 MEDI AN BARRI ERS

EE R R R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: Be certain that term nol ogy used in these

paragraphs is identical to that used on draw ngs for
sane item

EE R R R R R R R R R R R R R R R R R R R R R R I R R R O R

Materials for construction of the nedian barriers shall be in accordance
with D.P.R 495 and D.L. 360

2.9 TRAFFIC SIGNS

EE R R R R R R R R R R R R R R R R R R R R R R R R I O R

NOTE: Be certain that term nol ogy used in these

paragraphs is identical to that used on draw ngs for
sane item

EE R R R R R R R R R R R R R R R R R R R R R R R I R

Provide traffic signs in accordance with D.P.R 495 and D.L. 360.

[2.10 PRECAST CAR STOPS

Provide car stops to the profile and size indicated. [Manufacture with air
entrai ned concrete having a nini mum conpressive strength of 25 MPa at 28
days, with two No. 4 reinforcing rods |ocated at md-point of its cross
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section and with two gal vani zed sl eeves for anchoring.][Manufacture with
100 percent recycled content |evel of plastic or rubber in accordance with
D.L. 360].

]2.11  COWPCSI TION OF M XTURE REQUI REMENTS
2.11.1 M xture Properties
Gradation of mineral aggregate shall be as specified. Percentage of

bi tum nous material provided in the bitum nous mxtures shall be within the
limts specified. Mxtures shall have the follow ng physical properties:

Test Property Val ues

Stability (50 Bl ows) Not | ess than 454 kg

Fl ow (0.25 nm Not nore than 20 nor less than 8

Percent Air Voids Not | ess than 3 nor nore than 8 for binder

course; not less than 3 nor nore than 5 for
wearing course

Percent Voids in See Table |

M neral Aggregates

TABLE |

M NI MUM PERCENT VO DS | N M NERAL AGGREGATE ( VMA)

CCH St andard Nom nal Maxi mum M ni num VNMVA
Si eve Desi gnati on Aggregate Size, mmt Per cent

5 mm 5 18

10 mm 10 16

15 mm 15 15

25 mm 25 13

40 mm 40 12.1

50 mm 50 11.5

*NOTE: The nonmi nal maxi num aggregate size is the next |larger sieve than
the sieve on which at |east 10 percent of the total aggregate is retained.

2.11.2 Quantity of Bitum nous Materi al

EE R R R R R R R R R R R R R R R R R R R R R R R R I O R

NOTE: |If slag or any unusually porous aggregate is
anticipated for possible use in the nmx, the maxi num
asphalt cenent percentages indicated may need to be
i ncreased. Check requirenents of local naterials
and nodi fy percentages as necessary.

EE R R R R R R R R R E R R R R R REEERERE R EEEE R R E R R R R R

M x asphalt cenent with aggregates of corresponding nixes in the follow ng
proportions:
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ASPHALT CEMENT PERCENT BY WEIGHT OF TOTAL M X

Bi nder Course Weari ng Course

4 to 8 5to 9
PART 3 EXECUTI ON
3.1 PREPARATI ON
3.1.1 Excavation and Filling

Excavation and filling to establish elevation of subgrade is specified in
Section 02315, "Excavation and Fill."

3.2 CONSTRUCTI ON

Provi de construction in accordance with the applicable requirenents of the
D.P. R 495, except where indicated or specified otherw se.

3.2.1 Subgr ade

EIRE R R I S I I R I b R R S I S I R S R R S S I S R I R A R I O S S R S I S S I I
NOTE: Be certain that term nol ogy used in these

paragraphs is identical to that used on draw ngs for
sane item

EE R R R R R R R R R R R R R R R R R R R R R R R R R O R

Preparati on of subgrade shall be in accordance with CCH Part 1, Art. 36.

3.2.2 Subbase

EE R R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: Be certain that term nol ogy used in these
paragraphs is identical to that used on draw ngs for
sane item

EE R R R R R R R R R R R R R R R R R R R R R R R R R R O R

Met hods of construction of the subbase shall be in accordance with [ CCH
Part 1, Art. 37] [Section 02721, "[Base Course For Rigid][ And Subbase
Course For Flexible] Paving"].

3.2.3 Base Course

EE R R R R R R R R R R R R R R R R R R R R R R R I R

NOTE: Be certain that term nol ogy used in these
paragraphs is identical to that used on draw ngs for
sane item

EE R R R R R R R R R R R R R R R R R R R R R R R R R O R

Met hods of construction of the base course shall be in accordance with [ CCH
Part 1, Art. 38] [Section 02722, "G aded Crushed Aggregate Basse Course For
Fl exi bl e Pavenent"].
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3.

3.

2.4 Sur f ace Cour se

EE R R R R R R R R R R R R R E R R R R R R R R R R R R I R

NOTE: Be certain that term nol ogy used in these
paragraphs is identical to that used on draw ngs for
sane item

EE R R R R R R R R R R R R R R R R R R R R R R R R I R

Met hods of construction of the surface course shall be in accordance with
CCH Part 1, Art. 38.2. Placenent will not be pernitted unless the
Contractor has a working asphalt thernonmeter on site.

2.5 Striping

EE R R R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: Include the bracketed portion (first
sentence) when the referenced regional hi ghway
departnent docunment includes paint and striping.

EE R R R R R R R R R R R R R R R R R R R R R R R I

EE R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: Use words in brackets or fill in blanks with
correct term nology and insert appropriate nunbers
fromreferenced regional highway departnent

docunent. Be certain that term nol ogy used in these
paragraphs is identical to that used on draw ngs for
sane item

EE R R R R R R R R R R R R R R R R R R R R R R R R R O R

Provi de paint striping in accordance with D.P.R 495. Allow bituni nous
paverment to cure for at |east 21 days before paint is applied. Pavenent
shal |l be thoroughly clean and entirely free of |oose sand, stones, dust,
oil, grease, water, and other substances that will be deleterious to the
paint or will adversely affect the adhesion of the paint. Do not apply
pai nt during high wind (over 24 kmh) or high humidity (over 70 percent).
Apply paint only when anbient tenperature is 5 degrees C or above and
rising but not nore than 35 degrees C. D nensions and arrangenent of
striping shall be as indicated. Apply paint to a wet filmthickness of
0.38 mm by means of conventional traffic line striping equipnent. Traffic
shall not be permitted to use the painted areas for a mninmumof 30 mnutes
after painting of |ines has been conpl et ed.

[3.2.6 Curbs [and Cutters]

EE R R R R R R R R R R R R R R R R R R R R R R R I R

NOTE: Select the first option when the referenced
regi onal hi ghway departnent docunent includes
materials for curbs and gutters. Select the second
option when the referenced regional hi ghway
departnent docunment does not include concrete
materials for curbs and gutters and include Section
03300, "Cast-1n-Place Concrete" in the project
specification, as appropriate.
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EE R R R R R R R R R R R R R R R R R R R R R R R I O R

EE R R R R R R R R R R R R R E R R R R R R R R R R R R I R

NOTE: Use words in brackets or fill in blanks with
correct term nology and insert appropriate nunbers
fromreferenced regional highway departnent

docunent. Be certain that term nology used in these
paragraphs is identical to that used on draw ngs for
sane item

EE R R R R R R R R R R R R R R R R R R R R R R R R O R

Met hods of construction of curbs [and gutters] shall be in accordance with
CCH Part 1, Art. 46.

[Provide curbs [and gutters] as indicated. Provide concrete construction
as specified in Section 03300, "Cast-In-Place Concrete."]

13.2.7 GQuard (Guide) Rails

EIRE R R I S I I I R S b R R A S I S I R R R I I S I R I R R I O I S S R I I O I O
NOTE: Be certain that term nol ogy used in these
paragraphs is identical to that used on draw ngs for
sane item

EE R R R R R R R R R R R R R R R R R R R R R R R R R R O R

Met hods of construction of the guard (guide) rails shall be in accordance
with D.P.R 495, UNI EN 1317-1 and UNI EN 1317-2

3.2.8 Medi an Barri er

EE R R R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: Be certain that term nol ogy used in these
paragraphs is identical to that used on draw ngs for
sane item

EE R R R R R R R R R R R R R R R R R R R R R R I R R R O R

Met hods of construction of the nedian barriers shall be in accordance with
D.P.R 495, UNI EN 1317-1 and UNI EN 1317-2.

3.2.9 Traffic Signs

EE R R R R R R R R R R R R R R R R R R R R R R R R I O R

NOTE: Be certain that term nol ogy used in these
paragraphs is identical to that used on draw ngs for
sane item

EE R R R R R R R R R R R R R R R R R R R R R R R I R

Install traffic signs in accordance with D.P.R 495,
[3.2.10 Precast Car Stops

Provi de car stops where indicated. Install with an anchor rod driven
t hrough each sl eeve.
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13.3 FI ELD QUALI TY CONTROL
Sanpl e shall be taken by Contractor as specified herein. Contractor shal
repl ace pavenent where sanple cores have been renoved. Submit [2] | ]
paverment cores when using the in-place nuclear density nethod.
3.3.1 Sanpl e and Core ldentification
Pl ace each sanple and core in a container and securely seal to prevent |oss
of material. Tag each sanple for identification. Tag shall contain the
followi ng information:
a. Contract No.
b. Sanple No.
c. Quantity
d. Date of Sanple
e. Sanple Description
f. Sourcel/Location/Stations Placed/ depth below the finish grade
g. Intended Use
h. Thi cknesses of various lifts placed
3.3.2 Testi ng
3.3.2.1 Bi t um nous M x Testi ng
Take two sanpl es per day per mx type at plant or fromtruck. Test
unconpacted mx for extraction in accordance with CNR BU 38 and sieve
anal ysis in accordance with CNR BU 39, CNR BU 65 and CNR BU 76. Test
sanples for stability and flow in accordance with CNR BU 30. Wen two
consecutive tests fail to neet requirenents of specifications, cease
pl acenent operations and test a new trial batch prior to resunption of

pl acenent operations. Subnmit [2] [ ] per day of each mix type. Wen
two tests on unconpacted mx fail submt new trial batch for approval

3.3.2.2 Testing of Pavenent Course

a. Density: Determne density of pavenent by testing cores
obt ai ned fromthe binder and wearing course in accordance with CNR
BU 76. Take three cores at l|location designated by Contracting
Oficer for each [18 netric tons][__ ], or fraction thereof, of
asphalt placed. Deliver cores undisturbed and undanaged to
| aboratory and provide test results within [48] | ] hours of
each day pl acenent of paving naterials.

b. Thickness: Determ ne thickness of the binder and wearing
course fromcores taken for density test.
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c. Straightedge Test: Test conpacted surface of binder course
and wearing course with a straightedge as work progresses. Apply
straightedge parallel with and at right angles to center |ine
after final rolling. Variations in the binder course surface
shall not be nore than 6 [13] [3] mmfromthe | ower edge of the
3.0 mstrai ghtedge; variations in wearing course surface shall not
be nore than 6 [13] [3] mmfromthe | ower edge of the 3.0 m
strai ghtedge. Pavenent showing irregularities greater than that
specified shall be corrected as directed by Contracting O ficer

3.3 Striping Quality Control and Testing

Bef ore application of striping paint, the Contractor shall provide quality
plan for material application in accordance with UNI ENV 13459-2.
Performance in use of striping shall be checked in accordance with UNI ENV

13459-3. Striping testing on site shall be also carried out in conpliance
with UNI EN 1824.

-- End of Section --
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